
PROFESSIONAL

Apex®

High Performance Polymer (HPP) 
Interior Water-Based Clear Finish
Apex HPP is a single-component finish with an optional 
hardener for improved durability.
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• Excellent sandability as a self-seal system

• Fast dry and stacking times

• Excellent chemical and wear resistance

• Meets KCMA and ASTM performance requirements when applied 
according to manufacturer’s specifications

• Minimal grain raise

Solids By Volume:  30% ± 2%

Solids By Weight:  33% ± 2%

Theoretical Coverage: 471 sq. ft./gal  at 1.0 mil DFT

Viscosity at 77˚F:  50 to 55 seconds #3 Zahn

Weight: 8.58 lb/gal

Flash Point:  >200˚F

Gloss Levels at 60º: Flat 10 max 
 Satin 18 to 23 
 Semi-Gloss 55 to 60 
 Gloss 70+

* For VOC information see Technical Data Sheet

Apex® 
High Performance Polymer (HPP) Interior  
Water-Based Clear Finish

FEATURES

PHYSICAL PROPERTIES

Sheen Gallon 5 Gallon
Flat 10-0101-01 10-0101-05

Satin 10-0103-01 10-0103-05

Semi-Gloss 10-0105-01 10-0105-05

Gloss 10-0106-01 10-0106-05

Apex Hardener (5 oz) 10-0109-25

Apex HPP Order Information

For use on wood surfaces, kitchen cabinets, office and household furniture 
such as bars, tabletops and vanities, and fine architectural woodwork 
including trim, windows, and doors. For interior use only.
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